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INSTALL IB APPROVED PEEL STOP DETAIL ON ALL FULLY ADHERED IB ROOF ASSEMBLIES WHERE THE FOLLOWING CONDITIONS 
OCCUR: 
1. WIND RIDER WARRANTY IN EXCESS OF STANDARD PUBLISHED IB WARRANTY TERMS AND CONDITIONS
2. FACTORY MUTUAL PROJECTS WHERE REQUIRED BY FM INSTALLATION GUIDELINES
3. ROOF INSTALLATIONS WHERE:

A. BASIC WIND SPEED ZONE GREATER THAN ASCE 7-10 115 MPH (ASCE 7-05 90 MPH) WHERE ONE OR MORE OF THE
FOLLOWING CONDITIONS OCCUR:

• BUILDING CLASSIFICATION IS PARTIALLY ENCLOSED
• DESIGN VELOCITY PRESSURES IS ABOVE -30 PSF
• BUILDING LOCATED WITHIN SPECIAL WIND REGIONS OR HURRICANE ZONES

B. BASIC WIND SPEED ZONE LESS THAN OR EQUAL TO ASCE 7-10 115 MPH (ASCE 7-05 90 MPH) WHERE ONE OR MORE OF THE
FOLLOWING CONDITIONS OCCUR:

• ROOF HEIGHTS ABOVE 40' WITH PERIMETER METAL EDGE OR GUTTER DETAIL (NON-PARAPET WALL)
• ALL ROOF HEIGHTS ABOVE 65'
• BUILDING CLASSIFICATION IS PARTIALLY ENCLOSED
• GUTTER OR EDGE DETAIL DOES NOT INCLUDE CONTINUOUS CLEAT
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