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IB Clad Edge Metal Corner Termination
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PE - 03

AdheredFastened

NOTES:
1. IB EDGE METAL TO BE FASTENED WITH RING SHANK NAILS AT 4" O.C. STAGGERED, OR WITH IB FASTENERS AT 12" O.C.
2. SECURE FLASHINGS AND METAL WORK IN ACCORDANCE WITH IB SPECIFICATIONS AND FLASHING SECUREMENT TABLE.
3. REFER TO NOTES ON PE - 03.

IB COVER STRIP

IB MEMBRANE

IB N.R. DETAIL MEMBRANE, FORMED AND
FULLY HOT AIR WELDED TO IB
CLAD METAL & IB MEMBRANE AT
WALL BASE

IB CLAD EDGE METAL,
SEE NOTE #1

2" WIDE IB FOIL TAPE, CENTERED
OVER METAL BUTT-JOINT

SECURE METAL EDGE AND NAILER
TO MEET PROJECT WIND LOADS

AS REQUIRED

INSULATION ASSEMBLY

HOT AIR WELD

MEMBRANE SECURED AT FACE
OF WALL WITH NAILS
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IB MEMBRANE WALL FLASHING

COVER STRIP INSTALLATION

CORNER REINFORCEMENT
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