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Technical Data Sheet

1-Part Pourable Penetration Sealant
Product Description:
1-Part is a moisture curing; pourable sealant designed for 
use in pitch pans.1-Part is suitable for application in damp, 
dry, or cold climates. 1-Part is solvent free, contains no 
isocyanates and will not shrink upon curing. 1-Part can not 
“out-gas” or bubble on damp surfaces as urethane sealants 
often do. 1-Part has resilient “elastomeric” properties and 
excellent adhesion to most construction materials. 1-Part 
can be used effectively in many diffi cult construction site 
conditions and cures in wet or dry climate conditions and 
at low temperatures (32°F / 0°C). 1-Part’s low durometer 
accommodates greater movement in penetration seals 
than typical urethane sealants.

Packaging:
1/2 Gallon Pouch – 4 pouches per carton

Features:
• Solvent Free, 100% solids (will not shrink)
• 20 minute skin over
• Self leveling
• Can be applied at temperatures as low as 30° F

Color:
Gray 

Storage & Handling:
Stored indoors, out of direct sunlight, and in the original, 
unopened container at 70°F, the approximate shelf life is 6 
months. Always rotate stock.

Limitations:
• Substrate temperature is below 32°F
• Do not apply to a wet surface
• Intended for exterior use
• Do not prime bonding surfaces with asphalt primer


